COWLITZ RIVER BASIN
14241500 SOUTH FORK TOUTLE RIVER AT TOUTLE, WA

LOCATION.~-Lat46  °1926", long 122 °42'28",in SE Y 4NW ¥ , sec.29, T.10 N., R.1 E., Cowlitz County, Hydrologic Unit 17080005,

on right bank at upstream side of bridge on South Toutle Road, 3.1 mi downstream from Johnson Creek, 0.8 mi upstream from

Studebaker Creek, approximately 1.0 mi upstream from mouth, and 1.3 mi southeast of Toutle.
DRAINAGE AREA-120 mi 2.

WATER-DISCHARGE RECORDS

PERIOD OF RECORD.--October 1939 to December 1957, February 1996 to current year.

GAGE.--Water-stage recorder. Elevation of gage is 460 ft above sea level, from topographic map. Prior to Feb. 9, 1996,
water-stage recorder at site 0.6 mi upstream, at datum at sea level (river-profile survey).

REMARKS.--Records fair. No regulation or diversion upstream from station.
AVERAGE DISCHARGE.--22 years (water years 1940-57, 1997-2000), 647 ft 3/s, 73.26 infyr, 468,800 acre-ft/yr.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, not determined Feb. 8, 1996, gage height, 28 81 ft, from high-water mark;
maximum daily discharge, 17,400 ft 3/s Feb. 8, 1996; minimum discharge, 62 ft 3/s Nov. 29, 1952.

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of Jan. 9, 1990, produced dlscharge of 19,200 ft 3/s as recorded at station 14241490,
2.2 mi upstream. A flood believed to be in excess of 100,000 ft 35 (from Ph.d. thesis by Fairchild, U. Wash., 1985) occurred
at about 1000 hours on May 18, 1980, from a mudflow caused by the eruption of Mount St. Helens.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 4,200 ft 3/s and maximum (*):

Discharge Gage height Discharge Gage height

Date Time (it S5)  (ft) Date Time  (ft S/5)  (ft)
Nov.12 1045 6590 2511 Dec.15 2030 6200 24.99

Nov.25 1745 *10,300 *26.03 Dec.17 1945 4850 24.53

Dec.02 0830 4950 2456

Minimum discharge, 65 ft 3/s Sept. 28.

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1999 TO SEPTEMBER 2000

DAILY MEAN VALUES
DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP
1 93 e270 1530 501 1010 el1200 475 487 353 198 107 82
2 93 €200 3520 496 1280 ell00 582 532 338 196 107 85
3 91 el70 2090 547 1050 899 666 632 325 254 103 109
4 90 e240 1490 1820 934 1280 729 628 312 245 103 95
5 90 182 1310 1350 777 1090 635 638 319 201 101 89
6 97 668 1730 994 729 874 572 571 311 186 100 98
7 96 392 1560 820 737 722 508 499 331 177 99 95
8 122 300 1290 1140 1730 630 462 532 328 170 98 117
9 154 411 1440 1550 1760 550 467 806 299 167 97 122
10 111 1670 1270 1360 1170 496 467 1300 389 162 97 156
11 103 1480 1290 1130 908 509 487 1250 506 155 98 147
12 100 4600 1890 921 789 450 512 1100 2440 151 95 106
13 99 3130 1930 890 670 438 714 897 1560 146 95 93
14 101 1550 1990 1070 709 683 1200 773 997 143 95 86
15 98 1010 3620 979 736 570 1460 704 748 140 94 81
16 94 756 4650 1060 620 786 1200 654 591 137 92 82
17 93 799 3590 948 544 759 917 629 495 135 90 79
18 90 596 4300 795 489 832 772 559 441 133 95 76
19 90 607 2700 680 452 1050 693 624 395 131 116 88
20 88 1300 1820 723 425 904 605 558 354 128 107 84
21 86 1330 1380 862 441 757 556 523 327 126 98 83
22 84 1210 1100 789 781 790 638 543 304 126 90 85
23 82 996 904 687 898 870 676 493 285 128 87 76
24 90 1780 781 602 707 782 576 448 270 121 86 72
25 98 7750 681 600 617 678 544 416 255 118 86 70
26 156 6410 605 549 702 591 549 414 238 116 87 67
27 110 2920 548 498 1130 580 528 432 224 115 85 67
28 533 1860 513 462 990 579 588 445 214 112 82 67
29 €780 1390 481 432 1200 515 561 442 207 110 77 68
30 e330 1590 448 407 - 469 495 408 200 109 79 305
31 e430 - 443 390 - 444 - 380 - 108 80 --
TOTAL 4772 47567 52894 26052 24985 22877 19834 19317 14356 4644 2926 2930
MEAN 154 1586 1706 840 862 738 661 623 479 150 944 977
MAX 780 7750 4650 1820 1760 1280 1460 1300 2440 254 116 305
MIN 82 170 443 390 425 438 462 380 200 108 77 67
AC-FT 9470 94350 104900 51670 49560 45380 39340 38320 28480 9210 5800 5810
CFSM 128 132 142 700 718 615 551 519 399 125 .79 81
IN. 148 1475 1640 808 7.75 7.09 615 599 445 144 91 91

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1940 - 2000, BY WATER YEAR (WY)

MEAN 400 936 1215 1048 1130 839 747 665 426 200 118 139
MAX 1222 1655 2031 2488 2451 1647 1142 1097 772 414 172 409
(WY) 1998 1956 1997 1953 1996 1950 1996 1948 1955 1955 1954 1941
MIN 753 106 389 340 381 297 257 211 132 972 788 821

(WY) 1953 1953 1945 1949 1941 1941 1941 1947 1940 1940 1940 1957



COWLITZ RIVER BASIN
14241500 SOUTH FORK TOUTLE RIVER AT TOUTLE, WA--Continued
SUMMARY STATISTICS FOR 1999 CALENDAR YEAR FOR 2000 WATER YEAR WATER YEARS 1940 - 2000

ANNUAL TOTAL 309837 243154

ANNUAL MEAN 849 664 647

HIGHEST ANNUAL MEAN 928 1997

LOWEST ANNUAL MEAN 366 1941

HIGHEST DAILY MEAN 7750 Nov 25 7750 Nov 25 17400 Feb 81996
LOWEST DAILY MEAN 82 Oct23 67 Sep 26 64  Sep 41947
ANNUAL SEVEN-DAY MINIMUM 87 Oct18 70 Sep23 68  Aug 311947
ANNUAL RUNOFF (AC-FT) 614600 482300 468800

ANNUAL RUNOFF (CFSM) 7.07 554 5.39

ANNUAL RUNOFF (INCHES) 96.05 75.38 73.26

10 PERCENT EXCEEDS 1840 1370 1370

50 PERCENT EXCEEDS 620 495 441

90 PERCENT EXCEEDS 100 90 101

e Estimated
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